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MESH COLLECTION

I_I MESH COLLECTION VERONA

BLACK CHARCOAL LIGHT GREY

RED ORANGE

GREEN LIGHT BLUE INDIGO

Design VERONA

Application Back

Material Polyester & Polyelastomer 64% / 36%
Weight aly o
Width inch 66
Abrasion Resistance ASTM D4966—12(2016), MARTINDALE METHOD 43,333
Pilling ASTM D3512/D3512M—16, RANDOM TUMBLE PILLING TESTER METHOD 4
Color Fastness to Light AATCC 163 : 2014, XENON—ARC—LAMP, GRAY SCALE 45
Color Fastness to Rubbing AATCC 8 : 2016 Dry / Wet 45
Flammability CALIFORNIA TECHNICAL BULLETIN 117, SECTION E : 2000 PASS

www, wintex,co kr
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RED ELECTRIC BLUE MIX ECN

MIX GREY MIX LIGHT GREY BLACK

Design Ci3S

Application Seating

Material Polyester & Polyelastomer 50% / 50%
Weight aly 796
Width inch 64
Abrasion Resistance ASTM D4157 : 2013, Option 1 (#10 Cotton Duck) OVER 100,000
Pilling ASTM D3512/D3512M-16, RANDOM TUMBLE PILLING TESTER METHOD 45
Color Fastness to Light AATCC 16.3 : 2014, XENON—ARC—-LAMP, GRAY SCALE 45
Color Fastness to Rubbing AATCC 8 : 2016 Dry / Wet 45
Flammability CALIFORNIA TECHNICAL BULLETIN 117, SECTION E : 2000 PASS

www. wintex,.co. kr
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MESH COLLECTION

I_I MESH COLLECTION KATE

BLACK SHALE SLATE
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ORANGE GREEN BLUE

Design KATE

Application Back

Material Polyester & Polyelastomer 64% / 36%
Weight aly 474
Width inch 66
Abrasion Resistance ISO 12947-2 : 2016, MARTINDALE METHOD ABOVE 100,000
Pilling EN ISO 12945-2 : 2000, MARTINDALE METHOD 45
Color Fastness to Light XENON ARC FADING LAMP TEST (AATCC 16,3 : 2014, OPTION 3, GRAY SCALE) 45
Color Fastness to Rubbing AATCC 8 : 2016 Dry / Wet 45

Flammability CALIFORNIA TECHNICAL BULLETIN 117, SECTION E : 2000 CLASS 1
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MESH COLLECTION

I_I MESH COLLECTION Wo RKS

BLACK CHARCOAL GREY GREY

RED ORANGE

YELLOW GREEN BASIL BLUE

Design WORKS

Application Back

Material Polyester & Polyelastomer 61% / 39%
Weight aly 443
Width inch 66
Abrasion Resistance ASTM D4966-12(2016) : 1998, MARTINDALE METHOD 56,666
Pilling BS EN ISO 12945-2 : 2000, MARTINDALE METHOD 45
Color Fastness to Light BS EN ISO 105 B02 : 2014, XENON—-ARC-LAMP, BLUE SCALE ABOVE 4
Color Fastness to Rubbing AATCC 8 : 2016 Dry / Wet 45
Flammability CALIFORNIA TECHNICAL BULLETIN 117, SECTION E : 2000 PASS

www, wintex, co kr
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MESH COLLECTION
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MESH COLLECTION DIG ITA L

TANGERINE DESERT

FIRE

OCEAN ELECTRIC BLUE NAVY

ONYX NICKEL

Appiication Back

Material Polyester & Polyelastomer 53% / 47%
Weight aly 404
Width inch 50
Abrasion Resistance ASTM D4966-12(2016), MARTINDALE METHOD ABOVE 100,000
Pilling ASTM D3512/D3512M-16, RANDOM TUMBLE PILLING TESTER METHOD 45
Color Fastness to Light ~ AATCC 16.3 : 2014, XENON-ARC-LAMP, GRAY SCALE 45
Color Fastness to Rubbing AATCC 8 : 2016 Dry / Wet 45
Flammability CALIFORNIA TECHNICAL BULLETIN 117, SECTION E : 2000 PASS

www.wintex.co.kr
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MESH COLLECTION

I_I MESH COLLECTION DIGITA L3

ELECTRIC BLUE NAVY NICKEL CHARCOAL

P T R R

ONYX

OCEAN ORANGE
paeshaLehhbhyly! niheibdineieiainsie it
TANGERINE DESERT

Design DIGITAL3

Application Seating, Back

Material Polyester & Polyelastomer 30% / 70%
Weight aly 601
Width inch 48
Abrasion Resistance ASTM D4966-12(2016), MARTINDALE METHOD ABOVE 100,000
Pilling ASTM D3511/D3511M-13, FABRIC & BRUSH METHOD 45
Color Fastness to Light AATCC 16.3 : 2014, XENON-ARC-LAMP, GRAY SCALE 45
Color Fastness to Rubbing AATCC 8 : 2016 Dry / Wet 45
Flammability CALIFORNIA TECHNICAL BULLETIN 117, SECTION E : 2000 PASS

www.wintex.co.kr
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MESH COLLECTION TI N T

SILVER

CHARCOAL

TANGERINE

ONYX
FIRE ELECTRIC BLUE VIOLET

Design TINT

Application Back

Material Polyester & Polyelastomer 60% / 40%
Weight a/y 453
Width inch 66
Abrasion Resistance ASTM D4966-12(2016), MARTINDALE METHOD 53,333
Pilling ASTM D3512/D3512M-16, RANDOM TUMBLE PILLING TESTER METHOD 4
Color Fastness to Light AATCC 16.3 : 2014, OPTION 3, GRAY SCALE 45
Color Fastness to Rubbing AATCC 8 : 2016 Dry / Wet 45
Flammability CALIFORNIA TECHNICAL BULLETIN 117, SECTION E : 2000 PASS

www.wintex.co.kr
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MESH COLLECTION ADORABLESH

PEPPER GREEN
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Design ADORABLESH

Application Back

Material Polyester & Polyelastomer 73% / 27%
Weight aly 763
Width inch 54
Abrasion Resistance ASTM D4966-12(2016), MARTINDALE METHOD ABOVE 50,000
Pilling ASTM D3512/D3512M—-16, RANDOM TUMBLE PILLING TESTER METHOD 4
Color Fastness to Light AATCC TM16,.3—2014e2, OPTION 3, GRAY SCALE 45
Color Fastness to Rubbing AATCC TM8-2016e 45
Flammability CALIFORNIA TECHNICAL BULLETIN 117, SECTION E : 2000 PASS

www. wintex.co kr
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MESH COLLECTION H ELLOT

B S A Apn B 2

ORANGE

BLUE
MINERAL CHARCOAL BLACK
CARCOAL GREY

Design HELLOT

Application Back

Material Polyester & Polyelastomer 68% / 32%
Weight aly 541
Width inch 68
Abrasion Resistance ASTM D4966—-12(2016), MARTINDALE METHOD 70,000
Pilling BS EN ISO 12945-2 : 2000, MARTINDALE METHOD 45
Color Fastness to Light BS EN ISO 105 B02 : 2014, XENON—-ARC—-LAMP, BLUE SCALE AVOVE 4
Color Fastness to Rubbing AATCC 8 : 2016 Dry / Wet 45
Flammability CALIFORNIA TECHNICAL BULLETIN 117, SECTION E : 2000 PASS

www.wintex,.co.kr
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Design NEOFUN

Application Back

Material Polyester & Polyelastomer 58% / 42%
Weight aly 348
Width inch 54
Abrasion Resistance ASTM D4966—-12(2016), MARTINDALE METHOD 46,666
Pilling BS EN ISO 12945-2 : 2000, MARTINDALE METHOD 45
Color Fastness to Light BS EN ISO 105 B0O2 : 2014, XENON—-ARC—-LAMP, BLUE SCALE AVOVE 4
Color Fastness to Rubbing AATCC 8 : 2016 Dry / Wet 45
Flammability CALIFORNIA TECHNICAL BULLETIN 117, SECTION E : 2000 PASS

www_ wintex.co kr
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MESH COLLECTION

I_I MESH COLLECTION FLAX

SN ENEEE GREY BLACK

h .
COFFEE CARDINAL
BLUE
Design FLAX
Application Back
Material Polyester & Polyelastomer 52% / 48%
Weight aly 500
Width inch 44
Abrasion Resistance ASTM D4966—12(2016), MARTINDALE METHOD ABOVE 100,000
Pilling ASTM D3511/D3511M—-13, FABRIC & BRUSH METHOD 4
Color Fastness to Light AATCC 16.3 : 2014, OPTION 3, GRAY SCALE 45
Color Fastness to Rubbing AATCC 8 : 2016 45
Flammability CALIFORNIA TECHNICAL BULLETIN 117, SECTION E : 2000 PASS

www. wintex, co kr
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FABRIC COLLECTION S D R
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WHITE FOG NICKEL
OCEAN
Design SDR
Application Seating, Back
Material Polyester 100%
Weight a/y 440
Width inch 64
Abrasion Resistance ASTM D4157 : 2013, Option 1 (¥10 Cotton Duck) OVER 100,000
Pilling BS EN I1SO 12945-2 : 2000, MARTINDALE METHOD 45
Color Fastness to Light AATCC 16.3 : 2014, XENON-ARC-LAMP, GRAY SCALE 45
Color Fastness to Rubbing AATCC 8 : 2016 Dry / Wet 30/40
Flammability CALIFORNIA TECHNICAL BULLETIN 117, SECTION E : 2000 PASS

www. wintex, co . kr



